
Lyra V2 Series
Lightweight Transparent Display



Lightweight, Transparent , Water-Resistant

Å Excellent water-resistance capabilities

Unlock Creative Potential

Å Concave and convex displays

Efficient Installation and Disassembly

Å Fast one-man installation Å Three-handle design

Å Hollow hanging bars Å Module maintenance tools

LR V2 Series
LR3.9-7.8 V2

Å Power box with toggle latches

Å Highly transparent and ultra-bright

Å Super lightweight

Å Fast heat dissipation

Å 90° L-shaped displays

Å Mixed connection of panels in different sizes



Lightweight, Transparent, Water -Resistant
Excellent water-resistance capabilities  Highly transparent and ultra-bright

Super lightweight  Fast heat dissipation



Basic Information

The LR V2 series products feature a pixel pitch of 3.9mm horizontally and 7.8mm vertically, meeting the requirements of most concert stage projects.
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Enhanced Water Resistance for Safer Outdoor Use

Engineered for durability, the LR V2 series boasts advanced water-resistant capabilities for reliable outdoor performance. Featuring a robust 

design with water-resistant modules, power boxes, and cables, it ensures maximum protection against moisture.

Glue Potting Modules
Å Glue potting process effectively ensures maximum protection against moisture

Å Reduce the impact of high and low temperature changes

Å Stable and reliable for outdoor use

Water-Resistant Power Box
Å Power twist and push lock cable connectors are located obliquely on the 

power box to improve water resistance effects

Å The connectors between the power box and the modules are protected by 

water-resistant rubber rings

Å Cable connectors come standard with rubber protective cover to minimize 

moisture intrusion during storage

Cables for Outdoor Use
Å Offer high-quality outdoor power supply and data transmission cables

IP65 (Front)/ IP54 (Rear)



High Transparency, Ultra -Bright, and High Definition

The LR V2 series has a transparency rate of up to 33%, features high brightness, high refresh rate, high grayscale, and wide viewing angles, and 

is ready to ignite the outdoor live stage at any time.

33% High Transparency
Usually combined with special effects such as sound, light, fog and 

smoke to create a dream stage

Masks Fixed with Screws and Clips
Masks are fixed to the module through screws and clips to ensure the 

viewing effect under a wide viewing angle

3000nits/ 4000nits
Outdoor high brightness display

7680Hz Refresh Rate & 15bit Grayscale
Incorporates upgraded version of high-performance driver chip to improve 

on-site shooting and broadcasting effects

Calculation method of transparency rate: empty area size/panel size*100%



The Perfect Panel for On -the -Go

The 1000x500mm panel of the LR V2 series only weighs 7.7kg and can be easily carried with one hand, making it more user-friendly.

7.7kg per Panel
Ultra lightweight design



Efficient Heat Dissipation System

Inefficient heat dissipation can lead to color deviation after prolonged use.

The LR V2 series has an efficient heat dissipation system that quickly conducts heat into the air, solving this problem.

Direction of heat conduction

Low temperature High temperature

Minimize color deviations

Ensure the consistency of display effects

The cabinet comes with graphene 

material for rapid heat dissipation

The module casing is equipped with metal 

components for rapid heat conduction

The power box adopts a multi-directional 

heat dissipation structure design



Unlock Creative Potential
Concave and convex displays 90° L-shaped displays

Mixed connection of panels in different sizes



Artistic Curved -Shaped Displays

The LR V2 series features a horizontal locking system that allows for multiple angle adjustments ranging from -15° to +10°.  
Each panel has two sets of locks for tight horizontal connection.

Angle Adjustment Structure
Å For accurate angle adjustment

Å -15° to +10° adjustable (in 5° increments)

Lock with Safety Button
Å The safety button requires pressing to release the 

handle and prevents the lock from springing back, 

further ensuring a tight and secure connection

Horizontal Locking System


